Comet Nozzles

Art.No. ZL15-6 ZL20-8 ZL25-12 ZL40-16 ZL50-20 ZL65-25Z71.80-28
Wi. (kg) 0.084 0.16 0.22 05 0.75 2.28 3.04
Spray ht.  Q P Q P Q P Q P Q P Q P Q P
m Ipom  bar Ipm bar Ipm  bar Ipm bar Ipm bar Ipm bar Ipm bar
05 7 005 11 005 23 06
0.75 10 008 15 0.1 25 0.08
1 12 01 19 0.5 27 0.1
1.5 15 015 23 02 35 0.15
2 17 02 27 025 55 0.21 80 0.2
25 31 03 58 0.25 88 0.25
3 3 04 63 0.35 98 03 160 04 280 0.46
4 37 05 75 05 118 0.45 200 06 326 06
5 87 07 140 06 225 0.8 369 0.75 439 0.71
6 95 0.85 180 0.8 246 1 405 0.9 479 0.86
8 200 1 270 12 450 1.1 552 1.2
10 230 1.2 293 15 490 168 618 1.4
12 531 2.25 800 1.7
15 880 2
¢ Stainless steel
¢ Clear stream jet
¢ Good resistance to wind
< With flow regulator
¢ Water level independent
< Spray angle adjustable
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